
Cosmed Group, Inc. 

2500 Brunswick Ave 

Linden, Nj 

Total EO Purchased 

Returned (remaining in cylinders) 

Used in the facility 

Total EO entering process 

% entering primary control technology(via pump) 

Mass entering control technology from process 

Efficiency of primary 

Primary emissions 

2015 2016 
61020 48960 

0 0 

61020 48960 

61020 48960 

95% 95% 

57969 46512 

99.90% 99.90% 

57.969 46.512 

Emissions Calculation Worksheet 

2017 2018 2019 
58860 52200 50400 lbs 

0 0 0 lbs 

58860 52200 50400 lbs 

58860 52200 50400 lbs 

95% 95% 95% Rule of thumb 

55917 49590 47880 lbs 

99.90% 99.90% 99.90% From stack testing 

55.92 49.59 47.88 lbs 



Cosmed Group, Inc. 

2500 Brunswick Ave 

Linen, NJ 

Warehouse 

Sterilizer Room 

Ethylene Oxide Storage 

TOTAL 

2015 
106900 

0.02 

24 

300 

0.01 

106 

5000 
0.05 

24 

300 

0.00 

12 

4400 

0.06 

24 

300 

0.00 

13 

2016 
106900 

0.02 

24 

300 

0.01 

106 

5000 
0.05 

24 

300 

0.00 

12 

4400 

0.06 

24 

300 

0.00 

13 

Fugitive Emissions Determination 

2017 
106900 

0.02 

24 

300 

0.01 

106 

5000 

0.05 

24 

300 

0.00 

12 

4400 

0.06 

24 
300 

0.00 

13 

116300 

2018 
106900 

0.02 

24 

300 

0.01 

106 

5000 

0 .05 

24 

300 

0 .00 

12 

4400 

0.06 

24 

300 

0.00 

13 

131 
116300 

2019 
106900 cfm 

0.02 ppm 

24 hours/day 

300 days/year 

0.01 Lbs/hour 

106 Lbs/year 

5000 cfm 

0.05 ppm 

24 hours/day 

300 days/year 

0.00 Lbs/hour 

12 Lbs/year 

4400 cfm 

0.06 ppm 

24 hours/day 

300 days/year 

0.00 Lbs/hour 

13 Lbs/year 

131 lbs/year 

116300 cfm 

Estimate from observations from worker exposure and area monitoring 

Estimate from observations from worker exposure and area monitoring 

Estimate from observations from worker exposure and area monitoring 


